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Siemens 6ES7195-7HF80-0XA0 is the BM DP/PA bus module for
ET200M installations with an extended temperature range. Identified
as BM FDC in the FF Link assembly, the module supports the coupler
insertion-and-removal arrangement on the appropriate active-module
rail.

Product designation BM DP/PA / BM FDC

System family SIMATIC ET200M

Assembly use DP/PA Link / FF Link

Module function Coupler bus-module mounting and backplane
arrangement

CONFIGURATION BOUNDARY

Interface-master redundancy and coupler-pair redundancy are different
design choices. BM FDC does not become BM FDC/FDC because two
interface masters are fitted.

SINGLE COUPLER POSITION

BM FDC supports the active-module position for the installed FDC 157.

REDUNDANT INTERFACE MASTERS

The FF Link configuration may use redundant IM 153-2 FF masters
with one coupler.

REDUNDANT COUPLER PAIR

A redundant coupler pair uses the distinct BM FDC/FDC bus module,
not a renamed 7HF80 unit.

Important Notice: Keep 7HF80 distinct from the 7HG80 redundant-pair bus module. Coupler transfer rates, field-device capacity, supply current and diagnostic
LEDs are not standalone BM FDC ratings.
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6ES7195-7HF80-0XA0 / BM FDC 2 / 5

Horizontal operating ambient -25 to +60 C

Vertical operating ambient -25 to +40 C

Storage / transport temperature -40 to +70 C

Relative humidity 10-95%, without condensation

Assembled link protection IP20

Assembled link protection
class

Class I; grounding connection to rail

Use environment Fixed, sheltered location

Mounting orientation Horizontal or vertical

Assembly removal isolation Switch off the link's 24 V DC power supplies

DO NOT BORROW COUPLER RATINGS

PA / FF transfer rate, maximum field-device count, output current and
diagnostic LEDs belong to the installed coupler or link. They are not
standalone BM FDC ratings.

MECHANICAL EXPOSURE

Continuous vibration is limited to 0.0375 mm at 10-58 Hz and 0.5 g at
58-150 Hz. The infrequent-exposure values are higher and must not be
used continuously.

MOUNTING-DEPENDENT TEMPERATURE

Both orientations start at -25 C. The upper ambient limit is +60 C
horizontally and +40 C vertically; select the installed orientation before
applying the limit.
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01 / ASSEMBLY CHECK

Distinguish a single FDC position from a redundant FDC pair before
choosing the bus module.

02 / ASSEMBLY CHECK

Use the mounting rail intended for module replacement during
operation.

03 / ASSEMBLY CHECK

Switch off the link's 24 V DC power supplies before dismantling the bus
assembly.

04 / ASSEMBLY CHECK

Position the bus module on the rail and engage its rail connection.

05 / ASSEMBLY CHECK

Slide the adjacent bus modules together until their connections mate.

06 / ASSEMBLY CHECK

Insert the coupler using the bus module's lateral guides.

07 / ASSEMBLY CHECK

Tighten the module screws to secure the modules and bus assembly to
the rail.

08 / ASSEMBLY CHECK

Restore the assembled link and verify its configured operation within
the mounting-specific ambient limit.

Front-module replacement functionality is not blanket permission to dismantle the underlying bus structure with the supply on. Use the configuration-specific
sequence and recheck the assembled link after restoration.
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Does the 7HF80 bus module accommodate the redundant FDC pair?

The BM FDC designation is separate from BM FDC/FDC (redundant), whose
order number ends in 7HG80-0XA0. Use the paired module for the documented
redundant coupler arrangement rather than treating these two bus modules as
interchangeable.

Can redundant interface masters still operate with one FDC on BM FDC?

Yes. The FF Link master-redundancy arrangement can use two IM 153-2 FF
modules with one FDC 157. Redundancy of the interface masters does not by
itself mean the couplers form a redundant pair.

Why is the standard S7 rail not the active-module mounting choice?

The installation with active bus modules uses the rail intended for hot-swapping
modules. A standard configuration instead connects the modules with the
supplied bus connector; that is a different mounting arrangement.

Does the insertion-and-removal function allow dismantling the bus
assembly live?

No such permission follows from that function. The dismantling procedure
requires switching off the link's 24 V DC power supplies first. Distinguish
replacing a configured front module from removing the underlying bus assembly.

What has to engage before the FDC is secured?

The adjacent bus modules are slid together so their connections mate. The FDC
is inserted using the lateral guides, then the module screws are tightened to fix
the assembly to the rail.

What changes if the installed link sees continuous rather than occasional
vibration?

For 10-58 Hz, the continuous amplitude limit is 0.0375 mm, compared with 0.075
mm for infrequent exposure. For 58-150 Hz, the corresponding accelerations are
0.5 g and 1 g. Reduce excessive vibration with appropriate installation measures
instead of applying the infrequent limit continuously.

Does IP20 make an exposed link assembly suitable for wet locations?

IP20 does not protect against water penetration. The link components are open
equipment for a suitable restricted-access enclosure or electrical service room;
humidity is specified without condensation.

Should the FDC's field-device capacity or transmission rate be entered as
BM FDC specifications?

Those values describe the coupler or the complete fieldbus link, not the BM FDC
mounting/backplane unit. Keep the bus-module role separate from the
communication and power ratings of the installed FDC.
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SOURCE LEDGER

Siemens 6ES7195-7HF80-0XA0 Product Record

SiePortal exact article; checked 12 October 2026; BM DP/PA, ET200M and
insertion/removal function.

Siemens FF Link Operating Instructions

A5E35651245-AB, March 2015; scope, mounting, environmental data and order
numbers. Current approved unchanged excerpt: original pages
1-2,7-8,23,27-33,86-93,101-102.

SIMATIC PCS 7 Standard Architectures

Entry 32201963, October 2015; exact BM DP/PA order number in DP-PA /
DP-FF bill of materials, original pages 153 and 156.

SOURCE COVERAGE

Exact article role: SiePortal. Coupler and interface-master
configurations: FF Link mounting sections. Environmental envelope:
the general technical conditions that explicitly include BM FDC. DP/PA
bill-of-material identity: PCS 7 architecture tables.

ET200 SERIES CATALOG

Catalog browsing only. These pages do not establish BM FDC compatibility or
replacement equivalence.

View Siemens 6ES7138-4CA01-0AA0 page

View Siemens 6ES7155-6AU01-0BN0 page

CONTACT APTER POWER

WHATSAPP / PHONE +86 180 3023 5313

EMAIL sales13@apterpower.com

WEB www.apterpower.com

Siemens
6ES7195-7HF80-0XA0

The technical reference separates the BM FDC role, installation arrangement and environmental limits. The manufacturer manual excerpt retains 22 unchanged
original FF Link pages covering scope, mounting, operating conditions and order numbers; it is not the complete manual.

https://www.apterpower.com/Siemens/Siemens-Simatic-S7-ET200/6es7138-4ca01-0aa0
https://www.apterpower.com/Siemens/Siemens-Simatic-S7-ET200/6es7155-6au01-0bn0
https://wa.me/qr/FTTVCPI2OVBFG1

