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Evidence and release scope

Exact identity: ABB 3HAC032140-004 Primary evidence: ABB Robotics spare-parts
page for 3HAC032140-004

Supporting evidence: ABB product listing:
TMO150 oil, ABB type designation 10L

Purpose: support controlled identification,
preparation and acceptance without transferring
sibling-model data.

COMPLETE PRODUCT INFORMATION / EXECUTIVE DASHBOARD

ABB 3HAC032140-004
TMO 150 Lubricating Oil

ABB 3HAC032140-004 is the 10 L type designation for TMO 150 lubricating oil supplied for controlled ABB Robotics maintenance where the applicable
product manual specifies this lubricant.

01

ABB Robotics spare-part identity

02

TMO 150 lubricating oil

03

10 L ABB type designation

04

Maintenance-controlled consumable

System position

Applicable ABB robot manual Specified TMO 150 maintenance task 3HAC032140-004 oil package
Recorded fill and post-service

inspection

Evidence boundary

Only verified exact-model facts and explicitly identified family context are included. Similar codes are not treated as substitutes.
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Engineering questions to close

Installed assignment: confirm the physical
location and functional duty against the
controlled drawing.

Interfaces: verify every connected device,
termination and selector state before work.

Energy boundary: identify all electrical,
mechanical, process or stored-energy sources.

Return-to-service boundary: agree the expected
states, tests and sign-off authority in advance.

02 / CAPABILITY MAP

Engineering domains and architecture

Engineering field Verified or controlled value

ABB part number 3HAC032140-004

Product type Lubricating oil

Lubricant designation TMO 150

ABB type designation 10L

Engineering field Verified or controlled value

Catalogue area ABB Robotics spare parts

Package selection Match the exact part number and container
designation

Compatibility basis Applicable ABB robot product manual

Service record Record quantity dispensed and maintenance
position

Interface architecture

Container label

Complete 3HAC032140-004 and
TMO 150 identity

Maintenance instruction

Defines the robot, axis or gearbox
position and required quantity

Dispensing equipment

Clean, lubricant-compatible
equipment reserved for the specified
oil

Service documentation

Records batch identity, quantity, date
and post-service inspection
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Configuration-control record

Nameplate record: model, suffix, revision and
label condition.

As-found record: position, connections, settings
and fault indication.

Source record: manufacturer document title,
revision and applicable section.

As-left record: measured results, restored
configuration and outstanding actions.

03 / INTEGRATION AND APPLICATIONS

Use cases with controlled scope

Scheduled robot maintenance

Supplies the lubricant named by the
applicable ABB service instruction.

Gearbox oil service

Supports controlled drain and refill
tasks where TMO 150 is specified.

Maintenance inventory

Provides an exact ABB-coded
consumable for traceable spare-parts
control.

Service-kit preparation

Allows the correct oil package to be
staged with clean dispensing tools
and records.

INTEGRATION CHECKPOINTS

Identity

ABB 3HAC032140-004 is preserved
in full.

Host system

Rack, slot and surrounding hardware
are verified.

Configuration

Project, firmware and settings are
recorded.

Acceptance

Functional evidence is captured
before release.

System relationship

Applicable ABB robot manual Specified TMO 150 maintenance task 3HAC032140-004 oil package
Recorded fill and post-service

inspection
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Acceptance evidence to capture

Visual acceptance: correct identity, secure
mounting, intact connector or container
condition.

Functional acceptance: expected sequence,
status, signal or service result is demonstrated.

Protection acceptance: alarms, interlocks and
fail-state response are confirmed.

Documentation acceptance: evidence is dated,
attributable and stored with the maintenance
record.

04 / ENGINEERING DECISIONS AND PRECAUTIONS

Decision matrix

Question Answer

What is ABB 3HAC032140-004? It is ABB's 10 L type designation for TMO 150 lubricating oil in the Robotics spare-parts catalogue.

Which lubricant designation applies to ABB 3HAC032140-004? The exact lubricant designation is TMO 150.

What container designation is listed for ABB 3HAC032140-004? ABB lists the type designation as 10L.

Can ABB 3HAC032140-004 be used in every ABB robot gearbox? No. Use it only when the applicable robot product manual specifies TMO 150 for the exact
maintenance position.

Eight release precautions

1

Confirm that the applicable ABB
product manual specifies TMO 150
before opening 3HAC032140-004.

2

Match the complete
3HAC032140-004 label and 10L type
designation to the work order.

3

Do not mix TMO 150 with another oil
unless the ABB maintenance
instruction expressly permits it.

4

Isolate robot power and stored
mechanical energy before entering
the service zone.

5

Use clean, lubricant-compatible
dispensing tools to avoid
contamination.

6

Drain and fill only at the plugs and
robot position stated in the applicable
product manual.

7

Collect removed oil in a suitable
vessel and dispose of it under site
environmental procedures.

8

After service, inspect plugs and seals
for leakage and record the quantity
added.
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05 / APTER POWER SUPPORT AND CONTACT

Product verification and support
Apter Power verification record

Model identity Keep the complete ABB model code and every suffix in purchasing, installation and acceptance records.

Verification boundary Confirm the physical nameplate, installed position and revision-controlled project documents before field work.

Apter Power support Use the contact details and Apter Power website links in this document for product and sourcing support.

Related Apter Power references Scope note

ABB 3HAC028017-003 gearbox with motor Portfolio reference only; verify compatibility independently.

ABB 3HAC044361-003 robotics spare Portfolio reference only; verify compatibility independently.

ABB Robots product catalog Portfolio reference only; verify compatibility independently.

Apter Power technical and sourcing support
sales13@apterpower.com +86 180 3023 5313 www.apterpower.com
Scan for the Apter Power contact page.

Model record ABB 3HAC032140-004 TMO 150 Lubricating Oil Verify the
complete nameplate before installation.

https://www.apterpower.com/ABB/3hac028017-003
https://www.apterpower.com/ABB/3hac044361-003
https://www.apterpower.com/ABB-Robots-c395.html

