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Overview 

Overview 
This chapter contains a short description of the PROFIBUS 
standard and the RPBA-01 PROFIBUS DP Adapter module, a 
delivery checklist and warranty information.

PROFIBUS standard
PROFIBUS is an open serial communication standard that 
enables data exchange between all kinds of automation 
components. There are three main variations of PROFIBUS: 
PROFIBUS-FMS (Fieldbus Message Specification), 
PROFIBUS-DP (Decentralised Periphery) and PROFIBUS-PA 
(Process Automation). The RPBA-01 PROFIBUS DP Adapter 
module supports the PROFIBUS DP protocol, including its DP-V1 
extension.

The physical transmission medium of the bus is a twisted pair 
cable (according to the RS-485 standard). The maximum length of 
the bus cable is 100 to 1200 metres, depending on the selected 
transmission rate (see Technical data chapter). Up to 31 nodes 
can be connected to the same PROFIBUS network segment 
without the use of repeaters. With repeaters, it is possible to 
connect 127 nodes (including repeaters and master station) to the 
network.

In PROFIBUS communication, the master station � usually a 
programmable logic controller (PLC) � polls the nodes which 
respond and take the actions requested by the master. It is also 
possible to send a command to several nodes at the same 
broadcast; in this case the nodes do not send a response 
message to the master.

The PROFIBUS protocol family is specified in the IEC 61158 
standard. The communication with a drive is defined in the 
PROFIdrive Profile � The PROFIBUS Profile for Adjustable Speed 
Overview
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Quick start-up guide

Overview
This chapter presents the steps to take during the start-up of the 
RPBA-01 PROFIBUS DP Adapter Module. For more detailed 
information, see the chapters Mechanical installation, Electrical 
installation, and Programming elsewhere in this manual.

WARNING! Follow the safety instructions given in this manual and 
the Hardware Manual of the drive.

PLC configuration
� Install the RPBA-01 GSD file (e.g. ABB_0812.GSD).
Quick start-up guide
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� Set the PPO type, baud rate and node number.

Mechanical and electrical installation
� Set the node address using the rotary switches on the module. 

(If the node address is set by software, set the switches to the 
�0� position.)

� Set the bus termination switch to the desired position.

� Insert the RPBA-01 into its specified slot in the drive (SLOT2 for 
ACS550, SLOT1 for ACS800).

� Fasten the two screws.
� Plug the fieldbus connector to the module.

Drive configuration
� Power up the drive.

� The detailed procedure of activating the drive for 
communication with the module is dependent on the drive type. 
Normally, a parameter must be adjusted to activate the 
communication. Refer to the Firmware Manual of the drive for 
Quick start-up guide
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Mechanical installation

WARNING! Follow the safety instructions given in this manual and 
in the Hardware Manual.

Mounting
The RPBA-01 is to be inserted into its specific position in the drive. 
The module is held in place with plastic retaining clips and two 
screws. The screws also provide the earthing of the I/O cable 
shield connected to the module, and interconnect the GND signals 
of the module and the control board of the drive.

On installation of the module, the signal and power connection to 
the drive is automatically made through a 34-pin connector.

Mounting procedure:

� Insert the module carefully into its position inside the drive until 
the retaining clips lock the module into position.

� Fasten the two screws (included) to the stand-offs.

� Set the bus termination switch of the module to the required 
position.

Note: Correct installation of the screws is essential for fulfilling the 
EMC requirements and for proper operation of the module.

Note: Make sure the drive is properly grounded. For more 
information, see the drive documentation.
Mechanical installation
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Electrical installation

Overview
This chapter contains:

� general cabling instructions

� instructions for setting module node address number and bus 
termination

� instructions for connecting the module to the PROFIBUS DP 
network.

WARNING! Before installation, switch off the drive power supply. 
Wait five minutes to ensure that the capacitor bank of the drive is 
discharged. Switch off all dangerous voltages connected from 
external control circuits to the inputs and outputs of the drive. 

General cabling instructions
Arrange the bus cables as far away from the motor cables as 
possible. Avoid parallel runs. Use bushings at cable entries. 

Bus termination
The DIP switch on the front of the RPBA-01 module is used to 
switch on bus termination. Bus termination prevents signal 
reflections from the cable ends. Bus termination must be set to ON 
if the module is the last or first module on the network. When using 
PROFIBUS specific D-sub connectors with built-in termination, the 
RPBA-01 termination must be switched off.
Electrical installation
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PROFIBUS connection
The bus cable is connected to connector X1 on the RPBA-01.

The connector pin allocation described below follows the 
PROFIBUS standard.

X1 Description

1  Not used

2  Not used 

3 B Data positive (Conductor 1 in twisted pair).

4 RTS Request To Send

5 GND
BUS

Isolated ground

6 +5V Isolated 5V DC voltage supply

7 Not used

8 A Data negative (Conductor 2 in twisted pair).

9 Not used

Housing SHLD PROFIBUS cable shield. Internally connected 
to GND BUS via an RC filter and directly to 
CHGND.

+5V and GND BUS are used for bus termination. Some devices, 
like optical transceivers (RS485 to fibre optics) might require 
external power supply from these pins. 

RTS is used in some equipment to determine the direction of 
transmission. In normal applications only the line A, line B and 
shield are used.

X1

1

69

5

Electrical installation



99
Fault tracing

LED indications
The RPBA-01 module is equipped with three diagnostic LEDs. 
The description of the LEDs is below.

Name Colour Function

E
R

R
O

R

Red

Flashing 1 Hz - Error in configuration: 
Internal configuration mismatch.
Flashing 2 Hz - Error in User Parameter data: 
The length/contents of the User Parameter data 
set during initialisation of the module is not equal 
to the length/contents set during configuration of 
the network. Check that the selected DP mode 
matches the GSD file used (see configuration 
parameter 21 DP MODE on page 37).
Flashing 4 Hz - Error in initialisation of the 
PROFIBUS communication ASIC.
Off - No diagnostics present

O
n-

Li
ne

Green
Lit - Module is On-Line and data exchange is 
possible.
Off - Module is not On-Line

O
ff-

Li
ne

Red
Lit - Module is Off-Line and no data exchange is 
possible.
Off - Module is not Off-Line

Off-line

ERROR
Host 
Indication

On-line
Fault tracing
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Technical data

RPBA-01
Enclosure: 

Mounting: Into the option slot on the control board of the drive.

Degree of protection: IP20

Ambient conditions: The applicable ambient conditions specified 
for the drive in its Hardware Manual are in effect.

Hardware settings: 
� Rotary switches for node address selection (address range 

00 to 99)

� DIP switch for bus termination selection

95
 m

m

34 mm

20 
mm

62 mm
Technical data


