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01
INSTALLATION & COMMISSIONING
Bently Nevada TACH100-01 174652-01

01 / PLAN AND IDENTIFY

Bently Nevada TACH100-01 174652-01 is presented as a TACH100 standalone digital-tachometer
identity. The documented TACH100 function provides local or remote speed indication from a Proximitor
signal and can power one compatible Proximitor sensor.

Identity gate

Exact Identifier TACH100-01 174652-01

Family TACH100 standalone digital tachometer

Signal Proximitor / Keyphasor input

Special Fields -01 and 174652-01 retained

Work boundary

Exact item
TACH100-01 174652-01

Installed context
Mating component or rack position

Acceptance
Machine-specific functional check

01 Record the as-found item
Capture the complete identifier, installed point and mating components before removal. Apply the authorized
isolation and protection-bypass procedure.

Related models

Bently Nevada 128031-01 Related portfolio reference; verify the complete
execution.

Bently Nevada 128718-01 Related portfolio reference; verify the complete
execution.

Bently Nevada 3500/25 125800-02 Related portfolio reference; verify the complete
execution.

Bently Nevada 3500/50 133388-02 Related portfolio reference; verify the complete
execution.

Bently Nevada 3500/60 163179-01 Related portfolio reference; verify the complete
execution.

Bently Nevada 3500/61 136711-02 Related portfolio reference; verify the complete
execution.

https://www.apterpower.com/Bently-Nevada/3500-System/128031-01
https://www.apterpower.com/Bently-Nevada/3500-System/128718-01
https://www.apterpower.com/Bently-Nevada/3500-System/3500-25-125800-02
https://www.apterpower.com/Bently-Nevada/3500-System/3500-50-133388-02
https://www.apterpower.com/Bently-Nevada/3500-System/3500-60-163179-01
https://www.apterpower.com/Bently-Nevada/3500-System/3500-61-136711-02
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02
INSTALLATION & COMMISSIONING
Bently Nevada TACH100-01 174652-01

02 / PRE-INSTALLATION

Readiness gate

Identity Full model and nameplate recorded

Mechanical Mounting, enclosure and routing inspected

Electrical Power, loop or cable checks follow the applicable source

Integration Mating components and system length confirmed

02 Inspect condition
Check the nameplate, mounting surfaces, connectors, cable or enclosure for damage and contamination. Reject
an item whose exact identity or condition cannot be confirmed.

03 Review the source
176063 Rev. K: function and signal use p. 1; electrical, display and environmental data pp. 2-3; ordering family p.
4; connection examples pp. 5-6. The special suffixes are not decoded.

Related models

Bently Nevada 128031-01 Related portfolio reference; verify the complete
execution.

Bently Nevada 128718-01 Related portfolio reference; verify the complete
execution.

Bently Nevada 3500/25 125800-02 Related portfolio reference; verify the complete
execution.

Bently Nevada 3500/50 133388-02 Related portfolio reference; verify the complete
execution.

Bently Nevada 3500/60 163179-01 Related portfolio reference; verify the complete
execution.

Bently Nevada 3500/61 136711-02 Related portfolio reference; verify the complete
execution.

https://www.apterpower.com/Bently-Nevada/3500-System/128031-01
https://www.apterpower.com/Bently-Nevada/3500-System/128718-01
https://www.apterpower.com/Bently-Nevada/3500-System/3500-25-125800-02
https://www.apterpower.com/Bently-Nevada/3500-System/3500-50-133388-02
https://www.apterpower.com/Bently-Nevada/3500-System/3500-60-163179-01
https://www.apterpower.com/Bently-Nevada/3500-System/3500-61-136711-02
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03
INSTALLATION & COMMISSIONING
Bently Nevada TACH100-01 174652-01

03 / INSTALL AND CONNECT

04 / Installation check
Verify the complete TACH100-01 174652-01 identity before installation.

05 / Installation check
Confirm that the source signal comes from a compatible Proximitor sensor.

06 / Installation check
Set events per turn to the actual target geometry before interpreting rpm.

07 / Installation check
Check AC supply, fuse and protective earth before energizing.

08 / Installation check
Do not parallel the signal until the permanent monitor and wiring arrangement are reviewed.

Documented data to respect

Product Family TACH100 standalone digital tachometer

Display Six-digit, seven-segment LED

Measurement Range 1 to 999,999 rpm

Resolution 1 rpm

Accuracy Within 0.015% of displayed input speed

Events Per Turn 1 to 99, field adjustable

Related models

Bently Nevada 128031-01 Related portfolio reference; verify the complete
execution.

Bently Nevada 128718-01 Related portfolio reference; verify the complete
execution.

Bently Nevada 3500/25 125800-02 Related portfolio reference; verify the complete
execution.

Bently Nevada 3500/50 133388-02 Related portfolio reference; verify the complete
execution.

Bently Nevada 3500/60 163179-01 Related portfolio reference; verify the complete
execution.

Bently Nevada 3500/61 136711-02 Related portfolio reference; verify the complete
execution.

https://www.apterpower.com/Bently-Nevada/3500-System/128031-01
https://www.apterpower.com/Bently-Nevada/3500-System/128718-01
https://www.apterpower.com/Bently-Nevada/3500-System/3500-25-125800-02
https://www.apterpower.com/Bently-Nevada/3500-System/3500-50-133388-02
https://www.apterpower.com/Bently-Nevada/3500-System/3500-60-163179-01
https://www.apterpower.com/Bently-Nevada/3500-System/3500-61-136711-02
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04
INSTALLATION & COMMISSIONING
Bently Nevada TACH100-01 174652-01

04 / COMMISSION AND ACCEPT

09 Restore the documented assembly
The tachometer can operate beside a permanent monitoring system as a remote speed display or as a
stand-alone local indicator. Signal sharing, events-per-turn setting and input wiring must match the actual
Keyphasor arrangement.

10 Perform the functional check
Use the machine procedure to verify the expected static condition, signal path and operating response. A visual
inspection alone is not commissioning evidence.

Acceptance record

Identity Full model and nameplate recorded

Mechanical Mounting, enclosure and routing inspected

Electrical Power, loop or cable checks follow the applicable source

Integration Mating components and system length confirmed

Acceptance Machine-specific functional result recorded

Can Bently Nevada TACH100-01 174652-01 handle multiple events per turn?
Yes. Events per turn can be adjusted from 1 to 99.

Can Bently Nevada TACH100-01 174652-01 power a Proximitor?
The TACH100 provides -24 VDC at up to 20 mA for one compatible Proximitor sensor.

Which AC supply is used by Bently Nevada TACH100-01 174652-01?
The documented supply is 110-230 VAC at 50-60 Hz.

Related models

Bently Nevada 128031-01 Related portfolio reference; verify the complete
execution.

Bently Nevada 128718-01 Related portfolio reference; verify the complete
execution.

Bently Nevada 3500/25 125800-02 Related portfolio reference; verify the complete
execution.

https://www.apterpower.com/Bently-Nevada/3500-System/128031-01
https://www.apterpower.com/Bently-Nevada/3500-System/128718-01
https://www.apterpower.com/Bently-Nevada/3500-System/3500-25-125800-02
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05
INSTALLATION & COMMISSIONING
Bently Nevada TACH100-01 174652-01

05 / HANDOVER

What does 174652-01 mean on Bently Nevada TACH100-01 174652-01?
It is preserved as part of the supplied identity; the selected TACH100 datasheet does not decode the relationship.

What confirms commissioning of Bently Nevada TACH100-01 174652-01?
Verify signal wiring, events-per-turn setting and displayed speed against an approved reference.

Handover record

Identity Exact model and installed location

Configuration Mating items and relevant option fields

Inspection Mechanical, cable and connector condition

Test Authorized functional result and date

Related-product boundary
Recommended models are portfolio references. Compare every ordering field before selection.

Related models

Bently Nevada 128031-01 Related portfolio reference; verify the complete
execution.

Bently Nevada 128718-01 Related portfolio reference; verify the complete
execution.

Bently Nevada 3500/25 125800-02 Related portfolio reference; verify the complete
execution.

Bently Nevada 3500/50 133388-02 Related portfolio reference; verify the complete
execution.

Manufacturer evidence
176063 Rev. K: function and signal use p. 1; electrical, display and environmental data pp. 2-3; ordering family p.
4; connection examples pp. 5-6. The special suffixes are not decoded.

https://www.apterpower.com/Bently-Nevada/3500-System/128031-01
https://www.apterpower.com/Bently-Nevada/3500-System/128718-01
https://www.apterpower.com/Bently-Nevada/3500-System/3500-25-125800-02
https://www.apterpower.com/Bently-Nevada/3500-System/3500-50-133388-02

