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Bently Nevada 128275-01
Technical Reference

Bently Nevada 128275-01 is a passive future-expansion faceplate used to close the front of a reserved 3500 rack
position until the planned monitor is installed.

PRODUCT ROLE AND VERIFIED FEATURES

Feature 1

Closes the front opening of a reserved 3500 rack position.

Feature 2

Provides a passive cover without a signal or power
connection.

Feature 3

Remains removable when the approved future monitor is
installed.

Feature 4

Supports orderly rack-position identification during
maintenance planning.

VERIFIED DATA SNAPSHOT

Component role Future expansion faceplate

System family Bently Nevada 3500 System

Installation point Front of a reserved monitor position

Electrical function Passive mechanical cover

SYSTEM RELATIONSHIP

Field device → Product interface → System channel → Verified response
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Technical profile
Verified technical values for the complete product string are arranged below for selection and engineering review.

Component role Future expansion faceplate

System family Bently Nevada 3500 System

Installation point Front of a reserved monitor position

Electrical function Passive mechanical cover

Service purpose Maintains a closed rack front until future module installation

SELECTION ANCHORS

• Closes the front opening of a reserved 3500 rack position.

• Provides a passive cover without a signal or power connection.

• Remains removable when the approved future monitor is installed.

• Supports orderly rack-position identification during maintenance planning.

IMPORTANT NOTICE Use the values as one matched configuration. Do not substitute a nearby ordering code without
a separate check.

CONFIGURATION CONTROL

Configuration identity Bently Nevada 128275-01

Technical boundary Apply only the functions and interfaces shown for this product or its identified
system family.

Selection control Match the complete ordering string and installed interfaces before purchase or
installation.

ADDITIONAL ENGINEERING CHECKS

How is correct installation of Bently
Nevada 128275-01 confirmed?

The plate must sit flush, remain secure and leave ventilation and neighboring
access unobstructed.

What happens when the reserved
position using Bently Nevada
128275-01 is commissioned?

Remove the faceplate only under the approved work plan and install the
documented front module and rear I/O hardware.
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System role and architecture
Field device → Product interface → System channel → Verified response

APPLICATION POINTS

Reserved rack position

Closes a planned module location until the approved
monitoring hardware is available.

Front-opening protection

Limits direct access to the unused position during normal
rack operation.

Configuration identification

Makes the reserved position visible in inspection and
maintenance records.

Future expansion work

Can be removed when the assigned monitor and rear I/O
hardware are installed.

INTEGRATION RECORD

Identity Record the complete marking and installed position.

Mechanical interface Confirm mounting, support, clearance and connector engagement.

Electrical interface Confirm signal path, shield, common and receiving-channel assignment.

Configuration Retain the controlled channel settings and acceptance criteria.

Functional evidence Record the expected static value, dynamic response and system status.

The faceplate is handled as a mechanical rack component. Its position must remain consistent with the
maintained rack drawing so technicians do not mistake a reserved opening for an active monitoring channel.

ENGINEERING REVIEW QUESTIONS

What function does Bently Nevada
128275-01 perform in a 3500 rack?

It serves as a passive future-expansion faceplate for a reserved front module
position.

Does Bently Nevada 128275-01
process a monitoring signal?

No. The faceplate is a mechanical closure and has no signal-conditioning role.

When should Bently Nevada
128275-01 be installed?

It should be fitted when the assigned rack position is intentionally reserved and
no active front module is present.

Which rack record must agree with
Bently Nevada 128275-01?

The maintained slot map must identify the same position as reserved for future
expansion.



APTERPOWER  |  Bently Nevada 128275-01 APPLICATION & ACCEPTANCE

sales13@apterpower.com   |   +86 180 3023 5313 04

Engineering checks and acceptance
PRODUCT PRECAUTIONS

01 Confirm the complete 128275-01 marking before fitting the faceplate.

02 Verify that the selected 3500 rack position is documented as reserved and unused.

03 Check that no active front module or rear I/O circuit is assigned to the opening.

04 Inspect the rack guides and retaining points for damage or contamination.

05 Install the faceplate without forcing it against adjacent modules or connectors.

06 Keep ventilation paths and access to neighboring modules unobstructed.

07 Confirm secure, flush seating after the retaining hardware is tightened.

08 Update the rack-position and future-expansion records after installation.

RELEASE EVIDENCE

Exact identity Product marking and intended system position agree.

Interface condition Mounting, connectors, terminals and cable routing are secure.

Signal response The expected static and dynamic behavior has been observed.

Protection state Channel status, alarms and controlled bypass state are restored.

IMPORTANT NOTICE Do not use the faceplate to conceal an assigned or energized module position; verify the
controlled rack layout first.

APPLICATION BOUNDARIES

Reserved rack position Closes a planned module location until the approved monitoring hardware is
available.

Front-opening protection Limits direct access to the unused position during normal rack operation.

Configuration identification Makes the reserved position visible in inspection and maintenance records.

Future expansion work Can be removed when the assigned monitor and rear I/O hardware are installed.
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Technical questions and related models
MODEL-SPECIFIC QUESTIONS

What function does Bently Nevada
128275-01 perform in a 3500 rack?

It serves as a passive future-expansion faceplate for a reserved front module
position.

Does Bently Nevada 128275-01
process a monitoring signal?

No. The faceplate is a mechanical closure and has no signal-conditioning role.

When should Bently Nevada
128275-01 be installed?

It should be fitted when the assigned rack position is intentionally reserved and
no active front module is present.

Which rack record must agree with
Bently Nevada 128275-01?

The maintained slot map must identify the same position as reserved for future
expansion.

What should be inspected before
seating Bently Nevada 128275-01?

Inspect the opening, guides, retaining points and adjacent-module clearance.

Can a live module remain behind
Bently Nevada 128275-01?

The faceplate should only cover a position confirmed as unused in the controlled
rack configuration.

RELATED MODELS ON APTERPOWER

Bently Nevada 330103-00-06-10-01-00 Related product reference. Review the complete ordering
string before selection.

Bently Nevada 330103-00-06-10-02-00 Related product reference. Compare the required
interface and system position.

Bently Nevada 330103-00-06-90-02-00 Related product reference. Confirm the execution
independently for the intended task.

CONFIGURATION AND SELECTION RECORD

Configuration identity Bently Nevada 128275-01

Technical boundary Apply only the functions and interfaces shown for this product or its identified
system family.

Selection control Match the complete ordering string and installed interfaces before purchase or
installation.
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